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SIMA is a versatile DP2 Offshore Installation Vessel that is suited for various offshore 
installation works. The vessel was in 2013 upgraded with new accommodation, DP2 system, 
AUX engines and A-frame. In 2018, a new Offshore Sea state 2 Crane was installed.  
SIMA can operate anywhere in the world, and due to its design the vessel can quickly be 
adapted to many different tasks such as cable installation, ROV-work, anchor handling, etc. 

GENERAL  DIMENSIONS  MACHINERY   

Name Sima Length 81.37 m Main engines 2X 2650 kW 

Call sign OUXR2 Breadth 15.96 m Bow thruster 1X 384 kW 

IMO number 8418564 Depth 7.2 m Stern thrusters 2X 390 kW 
Flag Danish Draft 4.9 m Azimuth thruster 

retractable 
1X 1,130 kW 

Built 1990 Draft azimuth  7.0 m 

Converted 2013 Gross tonnage 2881 Aux. engines 2X 
1X 
1X 

832 kW 
384 kW 
248 kW 

Classification  Rina ICE 1B Cargo deck area  
34.8 m x 10.925 m 

380 m2 

Certification  AHTS 
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AHTS SIMA 

DP2 Offshore Installation Vessel 

NAVIS NavDP 4000 DP2 
SYSTEM  
The NAVIS NavDP2 4000 series provides manual, 
automatic or combined (semi-automatic) ship 
control.  

There are both separate and simultaneous NAVIS 
NavDP2 4000 series control of ship position 
(coordinates) and heading. 

The system is included ROV follow up and direct 
link-up with USBL. 

 

Bridge equipment 
SIMA is equipped according to industry standard 
with radio- and navigation systems (DGPS, echo 
sounder, gyro, radar etc.).  
 
Furthermore the vessel has: 

 NaviPac Online 
 Transas ECDIS chart system 
 Sonadyne Ranger 2 USBL 
 SEAMARCHALL MOB Finder 
 Satellite Communication 

 

Survey/Client office 
At the bridge deck next to the vessel office and 
the meeting room, the vessel have a dedicated 
survey room/ client office available.  

The room is prepared with cabling etc. for easy 
connection to data streams from both the bridge 
and specialist equipment on deck. The room has 
working space for up to 6 persons.    
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AHTS SIMA 

DP2 Offshore Installation Vessel 

Conference room  
In connection with the bridge and survey rooms 
there is also a separate conference room fully 
equipped room with Whiteboard, projector, cabling 
for data connections etc. for up to 12 people. 

 

Accommodation  
All accommodation was renewed in 2013 and 
consists of 33 single cabins (with optional upgrade 
possibility of 4 cabins to double cabins)*. The ship 
crew takes up 8-14 cabins depending on the work 
task.   

Mess rooms and galley has also been renewed in 
2013 and offices, a meeting room and a gym have 
been added. 

 

Welfare and fitness 
As part of the refurbishing of the accommodation, 
The vessel had modern welfare facilities installed, 
including a Gym and TV-rooms.  
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AHTS SIMA 

DP2 Offshore Installation Vessel 

Towing & Anchor handling 

equipment 
 Stern roller dimension (∅ 1.83 x lg. 3.6 m) 
 Towing winch P = 150 mt 
 Tugger winch 5 – 10 mt 
 Towing wire 1,000 m x ∅ 57 mm 
 Anchor-handling equipment Small Triplex 

Shark Jaws H350, retractable guide pins 
Triplex S-200 

Offshore Crane 

New Sea state 2 Offshore crane installed in 2018 

 Hydramarine HMC 1800 LK 50-30 
 Harbour mode: 15t 6-10m & 5t 6-30m 
 Offshore mode: 12t 6-16m 
 Offshore subsea mode: 5t 6-12m 

A-frame/ROV launching system 
A 36 ton A-frame is installed on the vessel, and 
depending on the task it can be placed either on 
the port side or at the stern. 

As an option, the system can include a 36 ton SWL 
winch with Kongsberg MRU heave compensation. 
This enables the vessel to deploy the ROV to 
seabed in Hs up to 1,5 m. 

Consequently, SIMA is able to launch and recover 
very large ROV’s in rough weather conditions with 
substantial wave and swell. 
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AHTS SIMA 

DP2 Offshore Installation Vessel 

Capacity   Consumption  
Fuel max m3 m3/h 643 68 Engine consumption 100% 18 m³ 

Potable water m3 m3/h 188 100 Engine consumption DP2 13-18 m³ 

Lubricating oil m3 68.7 Type(s) of fuel used MGO 

Deck load t/m2 total 5 Endurance (days) 28 

Crane (onshore) 15t 6-10m 5t 6-30m Ranges at cruising speed 8000 nm 

Crane (offshore/subsea) 12t 6-16m 5t 6-12m 
Accommodation  A-Frame T 36 

Bollard pull Max T 86,5 Crew (min) 7 

A-Frame T 36 Passengers (max) 26 
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